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Usage Notes.

a. Report Scope.

The F11D report supports ULNs, CINs and PINs.

b. Using Previous Query.

The {Execute Previous Query} button can be used when running an F11D report.  When
the report is run in this way, the “Define Data Set” step is omitted, as PDR is already aware
of the user’s data selection criteria.  See Paragraph 5.3.2 for more information on executing
a previous query.

c. Specifying File/Printer for Report Destination.

The typical scenario assumes the user wishes to review the report interactively prior to
printing the report.  If desired, the user may save the report output to a local file, or have the
output sent directly to the currently selected printer.  See Paragraph 5.3.6 for more
information on selecting a report destination.

d. Sort Shortcoming.

A shortcoming of the current sort implementation is that “Requirement Type” is not offered
as a sortable field in the user-defined sort window.  This may have an adverse effect when
reporting a collection which contains a mix of requirement types (ULNs, CINs, PINs), in
that the different requirement types may be interspersed in the report.   This can be solved by
running reports separately for ULNs, for CINs and for PINs, or by selecting “Record Type” |
and then “REQ ID” from the sort columns list. |

e. ASCII Report Capability |
|

This report can be generated in either ORACLE (PostScript) or ASCII format.  See |
Paragraph 5.3.6. for more on selecting a report format. |

5.4.2 Time-Phased Transportation Requirements List Reports (F11E)

The F11E reports show planned itinerary and summary cargo information for the selected requirements.  Two
reports are available:  the tonnage report (TN) reports cargo by weight and volume (short tons (stons) and
metric tons (mtons)) categorized by cargo extent (bulk, oversize, outsize, Non-Air Transportable (NAT)); the
square footage (sqft) report (SQ) reports cargo by area, weight and volume (sqft, stons, mtons) categorized as
vehicles, Non-Self Deployable Aircraft and Boats (NSDAB), and “other.”  Both reports also show passenger
(PAX) and POL quantities.  The source for cargo information is different for the two reports.  For the
tonnage report, all cargo is reported from level 2; for the square footage report, PAX and POL are reported
from level 2, and weight, volume and square feet are rolled up from level 3 cargo data.  Samples of these
reports can be found in Appendix A, Figures A-10 and A-11.

The typical sequence of events to run an F11E_SQ or F11E_TN report is shown below.
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 a. Select the desired F11E Report (see Paragraph 5.3.1).
b. Select OPLAN (see Paragraph 5.3.2).
c. Define Data Set (see Paragraph 5.3.4).
d. Specify Sort Criteria (see Paragraph 5.3.5).
e. Specify Report Options (see Paragraph 5.3.6).
f. Optionally view the report online (see Paragraph 5.3.8).


